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TH-0343
Feature:

Manual Temperature Setback ±3℃

Battery Low Indicator

EEPROM for Setting Backup (Optional)

Safety Approval: CE/LVD 

Specifications:

Power Supply: 1.5V AA Battery * 2

Contact rating: 10A(3A) / 250V

Temperature Sampling Rate: 1 Minute

Switch Differential: 0.4, 0.6, 0.8, 1℃

(Default: 0.6℃)

Temperature Control Range: 5~35℃

Temperature Display Range: 0 ~ 39℃

TH-0343SA
Feature:

Manual Temperature Setback ±3℃

Battery Low Indicator

On/Off Switch

EEPROM for Setting Backup (Optional)

Safety Approval: CE/LVD 

Specifications:

Power Supply: 1.5V AA Battery * 2

Contact rating: 10A(3A) / 250V

Temperature Sampling Rate: 1 Minute

Switch Differential: 0.4, 0.6, 0.8, 1℃

(Default: 0.6℃)

Temperature Control Range: 5~35℃

Temperature Display Range: 0 ~ 39℃

TH-0343SB
Feature:

Manual Temperature Setback ±3℃

Battery Low Indicator

Heat/Cool/Off Switch

EEPROM for Setting Backup (Optional)

Safety Approval: CE/LVD 

Specifications:

Power Supply: 1.5V AA Battery * 2

Contact rating: 10A(3A) / 250V

Temperature Sampling Rate: 1 Minute

Switch Differential: 0.4, 0.6, 0.8, 1℃

(Default: 0.6℃)

Temperature Control Range: 5~35℃

Temperature Display Range: 0 ~ 39℃

TH-0343US
Feature:

For 24Vac System

Manual Temperature Setback ±3℃

Battery Low Indicator

Fan Switch

Heat/Cool/Off Switch

EEPROM for Setting Backup (Optional)

Safety Approval: CE/LVD 

Specifications:

Power Supply: 1.5V AA Battery * 2

Contact rating: 10A(3A) / 250V

Temperature Sampling Rate: 1 Minute

Switch Differential: 0.4, 0.6, 0.8, 1℃ or

0.5, 1, 1.5, 2℉ (Default: 0.6℃ or 1℉)

Temperature Control Range: 5~35℃

Temperature Display Range: 0 ~ 39℃

TH-0343 Series

Non-Programable Thermostat


